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VINYL  ft  RUBBER 
FLOORINGS 


IMAGINATION  in  flooring  comes  to  life 

...with  the  world’s 
most  colorful, 
complete  line! 


AMERICAN  BILTRITE  RUBBER  COMPANY 


TRENTON  2,  NEW  JERSEY 

Showrooms:  295  Fifth  Ave.,  N.Y.C.  •  13-179  Merchandise  Mart,  Chicago  •  368  Furniture  Mart,  Los  Angeles  •  In  Canada:  American  Biltrite  Rubber  Company,  Ltd.,  Sherbrooke,  Que. 
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VINYL  FLOORING 


All-vinyl  with  through  and 
hardest  wear.  Easiest 
resilient,  will  not  crack  or 


Rated  first  choice  by  leading 


RENAISSANCE 

.  .  .the  magnificent  new 
dimension  in  translucent 
vinyl  flooring  ...  its  lus¬ 
trous  splendor  surpasses 
natural  marble 

VR-1  GARDENIA  WHITE 


Foyer  designed  by  Paul  MacAlister 


VR-2  CORSICAN  BLACK 


VR-4  ALABASTER  BEIGE 


VR-5  TUSCAN  PINK 


IT’S  EASY  TO  ACHIEVE  THAT  CUSTOM-DESIGNED  LOOK... 


AMTICO 

CUSTOMOTIFS 

Each  vinyl  tile  is  uniquely 
pre-cut  into  one  centerpiece 
and  four  arcs  .  .  .  permitting 
countless  combinations  of 
distinctive  flooring  patterns 
economically.  These  are 
available  as  "in  stock”  items 
in  both  1  s"  and  .080"  gauges. 


AMTICO 

DECORSTRIPS 

Easily  installed  as  vinyl  fea¬ 
ture  strips  or  borders  for  an 
effective  decorator  touch. 
Available  "in  stock”  in  black 
or  white,  with  choice  of  five 
different  gold  vinyl  insert 
combinations.  In  36"  lengths, 
3"  widths,  Vs"  gauge  only. 


through  colors.  Withstands 
maintenance.  Flexible  and 
tear.  Resists  grease  and  acids. 
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VINYL  FLOORING 


consumer  research  organizations 


Guest  room  designed  by  Albert  Thomay 


STARDUST 


.  .  .  translucent,  three-dimensional 
beauty  in  jewel  colors  with  a  look 
of  truly  luxurious  elegance  .  .  . 
metallic  flecks  capture  and  subtly 
reflect  rich  highlights 


VS-300  PLATINUM 


VS-400  FOURTEEN  KARAT 


VS-401  TOPAZ 


VS-500  RUBY 


VS-600  CARNELIAN 


VS-800  JADE 
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VS-802  OLIVINE 


VS-900  AQUAMARINE 


VS-901  TURQUOISE 


VS-902  SAPPHIRE 


VS- 1000  AMETHYST 


I 


PfRMAl/ff 

VINYL  FLOORING 


Strike  a  new ,  different  floor 
colors  in  several  smart 
to  achieve  the  utmost 


MARBLEIZED  COLORS 


your  choice  of 
soft  tones  or 
lively  colors 


VM  12  WHITE  &  BLACK 


VM-15  WHITE  MIX 


VM-18  WHITE  &  GREEN 


VM-21  BLACK  &  WHITE 
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VM-25  BLACK 

MIX 

VM- 28  BLACK  &  GREEN 


VM-30  PEARL  GREY 


VM-32  SMOKE 


VM-33  CHARCOAL 


VM-41  EGGSHELL 


VM-42  BEIGE 


VM-47  NUBIAN 


ViYI-51  RED 


VM-1010  HEATHER 


VM-61  CANTALOUPE 


VM-81  CELADON 


VM  -82  PASTEL  GREEN 


VM-91  PASTEL  DRESDEN 


VM-92  SKY  BLUE 


VM-93  DRESDEN 


VM-94  TURQUOISE 


Cl  FI  n  D  A  n  n  adds  a  richly  dramatic  elegance  to 
tLUUnAUU  any  setting 


VPG-GOLD 


VPCO-COPPER  VPS-SILVER 


CORK  DESIGN  combines  natural 

cork's  warm  look  with  all-vinyl  advantages 


PLAIN  COLORS 


VK-2  CORK  DESIGN 


come  in  smartest  tones  for  design  versatility 


VP-11  WHITE 


p 


VP-33  CHARCOAL 


VP-44  TAUPE 


VP-41  EGGSHELL 


VP-45  TERRACOTTA 


VP-42  BEIGE 


VP-46  WALNUT 


VP-47  NUBIAN 


styling  note. . .  co-ordinate 
Amt ico  all -vinyl  designs 
in  imaginative  decor. 
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VINYL  FLOORING 


FI  AIR  °^ers  distinctively  bold  styling  for  floors  of 
rLMin  noteworthy  character 


VF-120  DOMINO 


VF-230  ONYX 


VF-240  SIERRA 


VP-62  CORAL 


VP-82  PASTEL  GREEN 


MUR 

VP-92  SKY  BLUE 


VP-51  RED 


VP-71  CANARY 


VP-83  EMERALD 


VP-93  DRESDEN 


VP-94  TURQUOISE  VP-1010  HEATHER 


TERRAZZO  DESIGN 


heightens 

flooring  inter¬ 
est  in  a  varied 
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VT-12  WHITE  &  BLACK 

(' 
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VT-15  WHITE  MIX 

*  V 

VT-18  WHITE  &  GREEN 

VT-21  BLACK  &  WHITE 


VT-32  SMOKE 


VT-43  BAMBOO 


VT-47  NUBIAN 


VT-25  BLACK  MIX 


VT-33  CHARCOAL 


VT-44  TAUPE 


VT-51  RED 


VT-61  CANTALOUPE  VT-62  CORAL 


VT-81  CELADON 

^  * 


VT-82  PASTEL  GREEN 
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VT-91  PASTEL  DRESDEN 


VT  92  SKY  BLUE 


VT-28  BLACK  &  GREEN 


S 

\ 


VT-41  EGGSHELL 


VT-45  TERRA  COTTA 
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VT-30  PEARL  GREY 
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VT-46  WALNUT 


VT-52  PINK 


VT-71  CANARY 


VT-72  CITRON 


VT-93  DRESDEN 


VT-94  TURQUOISE 
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AMTICO  CARE-FREE9  VINYL  FLOORING 


VINYL 

FLOORING 


CAROUSEL 


VH-12-C  WHITE 


World’s  easiest  all-vinyl  flooring,  easiest  to  install, 
easiest  to  care  for,  easiest  on  the  budget,  and  it’s 
germ-proof !  All-vinyl.  Solid  colors  through  and 
through.  Flexible  and  resilient.  Cuts  easily  with  a 
scissors.  Resists  grease  and  acids.  Will  not  rot  or 
mildew.  Quality  flooring  at  record-low  budget  price. 


VH-51-C  RED 


VH-5-W  BLOND  OAK 


VH-30-C  LIGHT  GREY 


VH-33-C  CHARCOAL  &  PINK 


VH-52-C  PINK  VH-70-C  YELLOW 


WOOD  GRAIN 


VH-6-W  TEAK 


VH-7-W  WALNUT 


VH-80-C  GREEN  VH-90-C  BLUE 


CORK 


VH-l-K  LIGHT 


VH-2-K  MEDIUM 


EXCLUSII  E  ...  If  odd's  Only  Germ-Proof  All-Vinyl  Floorings 


Amtico  Care-Free  and  Amtico  Conductive  Vinyl  Floorings  are 
impregnated  with  Permachem,  exclusive  permanent  antiseptic. 
Efficacy  data  show  Permachem  kills  or  inhibits  on  contact 
gram-negative  bacteria,  gram-positive  bacteria  and  spore  formers 
classified  under  the  gram-positive  class. 
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AMTICO  CONDUCTIVE  VINYL  FLOORING 


For  Operating  and  Delivery  Rooms,  Anaesthetizing  Areas 


.  .  .  Amtico  Conductive  Vinyl  Flooring  drasti¬ 
cally  reduces  accident  hazards  from  electrostatic 
discharge.  Approved  by  Underwriters’  Labora¬ 
tories,  it  meets  requirements  of  the  National 
Board  of  Fire  Underwriters  and  the  National 
Fire  Protection  Association.  Long-wearing  and 
resilient.  Resists  grease,  acids  and  alkalies. 


CVT-32  GREY 


CVT-84  GREEN 


Superbly  beautiful ,  wonderfully 
resilient  for  comfort ,  unusually  long-wearing 

Luxuriously  marbleized  .  .  .  stands  up  under  hardest  wear. 
Dirt-repellent,  non-absorbent  for  easy  maintenance.  Solid 
rubber  for  resilient  comfort  .  .  .  sound  deadening  and  fire- 
resistant.  In  a  full  line  of  Decorator  Colors. 


RUBBER  a  PLASTEX 
FLOORINGS 


r  ! 


RM-12  WHITE  &  BLACK 


RM-15  WHITE  MIX 


RM-18  WHITE  &  GREEN 
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RM-19  WHITE  &  BLUE 


RM-21  BLACK  &  WHITE 


RM-32  SMOKE 


RM-33  CHARCOAL 


^  -  RM-86  RESEDA 


\ 


RM-94  TURQUOISE 


RM-82  FERN 


RM-83  EMERALD 


RM-85  GREEN 


Amtico  Rubber  and  Plastex  Floorings  also  available  in  RP-22  PLAIN  BLACK 
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VINYL  &  RUBBER 
FLOORINGS 


Designed  by  Robert  Owen  Johnson  Designed  by  Hoffman- Heidrich 

SPECIFICATIONS  AND  DATA 

AMTICO  VINYL  FLOORINGS  AMTICO  RUBBER  FLOORINGS 


Designed  by  Tommi  Parzinger 


MATERIAL  DATA 

Amtico  Permolife  Vinyl  W — All-Vinyl  .  .  .  color  throughout  thick¬ 
ness  (Terrazzo  Design  •  Marbleized  •  Plain  •  Cork  Design  •  Flair 
*  Eldorado  •  Coronado  •  Renaissance  •  Stardust) 

Amtico  Permalife  Vinyl  .080" — All-Vinyl  .  .  .  color  throughout  thick¬ 
ness  (Terrazzo  Design  •  Marbleized  •  Plain  •  Cork  Design) 

Amtico  Core-Free  Vinyl — All-Vinyl  .  .  .  Solid  color  throughout  thick¬ 
ness  (Carousel  •  Wood  Grain  •  Cork)  9"  x  9"  tiles  only. 

Amtico  Conductive  Vinyl  — All-Vinyl  .  .  .  color  throughout 

thickness. 

Standard  Tile  Sizes:  9"  x  9",  12"  x  12".  (Available  in  other  sizes  upon 
special  order.) 

Cove  Base  (Set-on):  Heights — 4",  6"  (Plain  Colors). 

Feature  Strips:  Up  to  1"  wide,  36"  long. 

Border  Material:  36"  X  36". 

SPECIFICATIONS  AND  INSTALLATION  DATA 

1.  VINYL  FLOORING  indicated  on  drawings  or  as  listed  herein,  shall 
be  Amtico  Permalife  Vinyl  Tile  as  manufactured  by  American 
Biltrite  Rubber  Company,  Trenton,  N.J.  Colors,  gauges  and  tile 
sizes  as  selected  by  the  architect  from  manufacturer’s  standard 
colors  and  gauges. 

2.  COVE  BASE  shall  be  "set-on”  type  as  manufactured  by  American 
Biltrite  Rubber  Company,  Trenton,  N.J.  Height  of  base  shall  be 
.  .  .  .inches  (insert  4"  or  6"). 

3.  ADHESIVES  shall  be  as  furnished  by  American  Biltrite  Rubber 
Company,  Trenton,  N.J.  and  used  according  to  their  instructions. 

4.  INSTALLATION.  Tile  and  border  material  shall  he  accurately 
scribed,  cut  and  fitted  against  all  walls,  pipes  and  other  permanent 
projections  and  equal  border  widths  maintained  as  nearly  as  pos¬ 
sible.  After  setting,  the  tile  shall  be  rolled  in  both  directions  for 
complete  adhesion,  with  a  three-section  roller  weighing  not  less 
than  150  lbs.  All  adhesive  shall  be  removed  from  surface  of  the 
tile  and  floors  left  broom-clean. 

5.  SUSPENDED  SUB-FLOORS  OF  CONCRETE.  Amtico  Permalife  Vinyl 
Flooring  shall  be  cemented  with  Amtico  Waterproof  Cement 
directly  to  suspended  concrete  floors.  Concrete  sub-floors  shall  be 
clean,  troweled  smooth,  level  and  dry.  Old  concrete  sub-floors  shall 
be  free  from  dirt,  paint,  wax,  oil  or  other  old  finish.  Cracks,  holes 
and  rough  spots  shall  be  repaired  using  Latex  underlayment  to 
provide  a  uniform,  smooth,  level  surface. 

6.  SUSPENDED  SUB-FLOORS  OF  WOOD.  Suspended  sub-floors  of  wood, 
old  or  new,  shall  be  of  double  construction,  sound,  tightly  nailed, 
thoroughly  cleaned  and  surface  sanded.  Single  construction  or 
badly  warped  floors  shall  he  covered  with  plywood  or  equivalent. 
15  lb.  asphalt-saturated  flooring  felt  paper  shall  be  laid  with  lino¬ 
leum  paste,  at  right  angle  to  the  floor  boards,  to  absorb  any  possible 
contraction  or  expansion  of  the  wood.  Amtico  Permalife  Vinyl 
shall  be  then  cemented  over  the  felt  paper  with  Amtico  Water¬ 
proof  Cement. 

NOTE:  On  grade  and  below  grade  installation  instructions 
are  available  from  American  Biltrite  Rubber  Company , 

Trenton  2,  N.J.  Special  instructions  for  installation  and 
maintenance  oj  Amtico  Renaissance,  Stardust,  Conduc¬ 
tive  and  Care-Free  Vinyl  Floorings  also  are  available 
upon  request. 

MAINTENANCE  DATA 

A  new  Amtico  Permalife  Vinyl  installation  shall  be  kept  free  of 
traffic  until  cement  is  thoroughly  dry  and  hard  (approx.  24  hours). 
Damp  mop  the  floor  with  Amtico  Floor  Cleaner  or  mild  suds  or 
detergent.  Floors  subject  to  heavy,  dirty  traffic  can  be  cleaned  with 
#00  grade  steel  wool.  A  coat  of  Amtico  Floor  Dressing  improves 
the  appearance  of  the  floor  and  also  protects  it  from  dirt. 


MATERIAL  DATA 

Characteristics:  Homogeneous — color  and  marbleization  extend 
throughout  tile  thickness. 

Gauges:  Rubber — Vs",  Jjj".  Plastex — .080". 

Standard  Tile  Sizes:  9"  x  9",  12"  x  12".  (Available  in  other  sizes 
upon  special  order.) 

Feature  Strips:  1",  2",  3"  wide — 36"  long. 

Border  Material:  36"  X  36". 

Cove  Base  (Set-on):  Heights — 4".  6".  Wall  Thickness — 

Lengths — 42",  48".  Corners — Pre-moulded,  interior  and  exterior, 
to  match. 

SPECIFICATIONS  AND  INSTALLATION  DATA 

1.  RUBBER  TILE  FLOORING  indicated  on  drawings  or  as  listed  herein 
shall  be  Amtico  Rubber  Tile  as  manufactured  by  the  American 
Biltrite  Rubber  Company,  Trenton,  N.J.  Thickness  of  the  tile  shall 
he  ...  .  inches  (insert  Vs" ,  %"  or  .080")  with  tolerance  in  thickness 
of  not  over  .005  inch,  plus  or  minus.  Colors  and  sizes  of  rubber  tile 
and  order  to  be  selected  by  the  architect  from  manufacturer’s 
standard  colors  and  sizes. 

2.  COVE  BASE  shall  be  "set-on”  type  as  manufactured  by  the 
American  Biltrite  Rubber  Company,  Trenton,  N.J.  Height  of  base 
shall  be  ....  inches  (insert  4"  or  6"). 

3.  CEMENT  used  in  setting  the  rubber  tile  shall  be  waterproof  cement 
as  furnished  by  the  American  Biltrite  Rubber  Company. 

4.  INSTALLATION.  Tile  and  border  material  shall  be  accurately 
scribed,  cut  and  fitted  against  all  walls,  pipes  and  other  permanent 
projections  and  equal  border  w'idths  maintained  as  nearly  as  possible. 
After  setting,  the  tile  shall  be  rolled  in  both  directions  for  complete 
adhesion  with  a  three-section  roller  weighing  not  less  than  150  lbs. 
All  adhesive  shall  be  removed  from  surface  of  the  tile  and  floors 
left  broom-clean. 

5.  SUSPENDED  SUB-FLOORS  OF  CONCRETE.  Amtico  Rubber  Flooring 
and  Amtico  Plastex  Rubber  Flooring  shall  be  cemented  with 
Amtico  Waterproof  Cement  directly  to  suspended  concrete  floors. 
Concrete  sub-floors  shall  be  clean,  troweled  smooth,  level  and  dry. 
Old  concrete  sub-floors  shall  be  free  from  dirt,  paint,  wax,  oil  or  other 
old  finish.  Cracks,  holes  and  rough  spots  shall  be  repaired  using 
Latex  underlayment  to  provide  a  uniform,  smooth,  level  surface. 

6.  SUSPENDED  SUB-FLOORS  OF  WOOD.  Suspended  sub-floors  of  wood, 
old  or  new%  shall  be  of  double  construction,  sound,  tightly  nailed, 
thoroughly  cleaned  and  surface  sanded.  Single  construction  or 
badly  warped  floors  shall  be  covered  with  plywood  or  equivalent. 
15  lb.  asphalt-saturated  flooring  felt  paper  shall  be  laid  with  lino¬ 
leum  paste,  at  right  angle  to  the  floor  boards,  to  absorb  any  pos¬ 
sible  contraction  or  expansion  of  the  wood.  Amtico  Rubber  or 
Amtico  Plastex  Rubber  Flooring  shall  be  then  cemented  over  the 
felt  paper  with  Amtico  Waterproof  Cement. 

NOTE :  On  grade  and  below  grade  installation  instructions 
are  available  from  American  Biltrite  Rubber  Company, 

Trenton  2,  N.J. 

MAINTENANCE  DATA 

A  new  Amtico  Rubber  Flooring  installation  shall  be  kept  free  of 
traffic  until  cement  is  thoroughly  dry  and  hard  (approx.  24  hours). 
Damp  mop  the  floor  with  Amtico  Floor  Cleaner  or  mild  suds  or 
detergent.  A  coat  of  Amtico  Floor  Dressing  improves  the  appearance 
of  the  floor  and  also  protects  it  from  dirt. 

Free  samples  of  Amtico  Vinyl  arid  Rubber  Floorings 
will  be  sent  in  response  to  request  on  your  business 
letterhead. 
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